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LIVE

Large Jaw sizeLIVE test
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UT200A+ & UT200B+ AC current digital clamp meters are suitable for daily 
repair and maintenance of household equipment, mainly by electricians; 
Featured minimum 3A AC current measurement, True RMS, LIVE test, and 
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enthusiasts.

Language EN, RU, ES

Current (ACA)

Voltage (ACV)

Frequency (Hz)
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UT200A+

±(3%+5)

±(4%+10)

UT200B+

±(1.0%+3)

±(4%+10)

±(3%+5) ±(4%+5)

±(1.2%+5)

±(4%+5)

±(1.0%+5)

±(1.0%+5)

Resistance

±(1.0%+3)

±(1.0%+5)

±(2.0%+5)

±(1.2%+5)

±(1.0%+5)

±(1.0%+5)

±(2.0%+5)

±(1.0%+5)

Capacitance

±(5%+10)

±(4%+5)

±(4%+10)
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Jaw size

Overvoltage category

28mm

3099

CAT III 600V

Range

30A

400A

3V~600V

3A

600A

3V~300V

300V~600V

10H~10kHz
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30nF~300nF
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1mF

CAT III 600V

3099

28mm

Auto range
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Hold/Backlight

High voltage warning �O
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Flashlight �O �O

Audiable/visiable alarmTrue RMS


